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RUST CONVERTER

Application fields

The Tifoo Rust converter is the ideal product to
remove rust and protect the object from new
corrosion. This product also removes stronger rust
without problems without only covering it. It restores
the original steel or iron surface and protects them
from corrosion by creating a new metal layer. Not
only is it possible to treat rusty parts, but also bare
metal. The protective layer is created in the same
way. The created layer also serves as a perfect
priming layer for paintings, electroplating or bluing.

Using the rust converter

Afterwards, the dry pieces you want to treat are put into a small plastic tank and
completely covered with Tifoo Rust converter. Leave the objects in the solution for
2 hours at a warm place. If this doesn't give you a satisfying result or if the rust
hasn't been completely converted, leave the objects longer in the solution. In case
of very strong rust, it can be necessary to repeat the treatment several times with
fresh rust converter solution after rinsing the pieces with water. Cover the plastic
receptacle if the working time is longer in order to prevent the evaporation of the
solution. When you have achieved a satisfying result, take the pieces out of the
bath, rinse them thoroughly with water and dry them well with a piece of cloth.

Preparation and cleaning

Preparation

Before using the rust converter, please degrease the
objects thoroughly and remove the loose rust with a
steel brush of steel wool. We recommend
degreasing the objects by dipping them in the Tifoo
Degreaser for 10 minutes, by rinsing them
afterwards and by drying them thoroughly with a
piece of cloth. Alternatively, you can degrease them
with benzine or acetone.
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Promotion

Tip: If there are larger areas of corrosion, dip the steel object in the bath of rust
converter for 20 to 30 minutes, take it out and rinse it a bit. Now you can remove
the rust with a brush more easily. Then continue with the treatment as indicated
above. Important: According to the material and the exposure time, the surface can
darken because of the treatment (grey to blackish grey). It doesn't have any
negative effects on the material's characteristics, though. The layer protects the
surface and makes it more corrsionresistant.

Safety

Please wear gloves and safety glasses when working with the rust converter. Avoid
contact between the solution and food.




